








5GENERAL PRODUCT DESCRIPTION

FIELD OF APPLICATION
•   Centralised connected air purification solution with heat recovery 

for collective housing treated individually and private houses.
•   Renews the indoor air and filters the incoming fresh air.

DESCRIPTION
•  3 versions: Classic, Classic Modbus or Premium.
•  2 configurations: right or left.
•  2 installations: horizontal on ceiling or vertical on wall.
•  3 types of control available: 

- constant speed, 
- constant airflow (self-balanced), 
- constant pressure (hygro-adjustable)*.

•  4 speeds: Holiday, Everyday, Kitchen and Guests.
•  Connectivity: 

- 0 - 10V for indoor air quality sensor (CO
2
), 

- Modbus for integration in household appliances*, 
- Aldes IBus (for BCA Bus, Bahia Curve Bus, etc.), 
- AldesConnect™ smartphone app**.

•  Installer control (see p. 11): 
- classic keyboard (InspirAIR® Home SC Classic and Modbus), 
- Heart (InspirAIR® Home SC Premium).

•  User control (accessory, not supplied): 
- 2-speed wired remote control (push button), 
- 3-speed wired remote control, 
- 4-speed wired multifunction remote control, 
- AldesConnect™ smartphone app**.

•  Filtration: 
- at extraction: One dust filter (standard), 
- on fresh air:  1 pollen filter (InspirAIR® Home SC Classic and 

Modbus), 
1 fine particle filter (InspirAIR® Home SC Premium), 
1 bacteria filter as accessory (to be used with a pollen 
filter to ensure a longer lifetime), 
1 fine particle filter + VOC (active carbon), 
accessory

 - Incoming air is still filtered in bypass mode.
•  100% bypass as standard.
•  High-yield heat exchanger and energy-efficient motor.
•  Air duct connection: 4 x D160 mm connectors.
•  Installation in heated area.
•  Frost protection by balancing airflows (as standard) and  

pre-heating of air using the BCA Bus pre-heating coil (accessory).
•  Designed and manufactured in France.
•  2-year warranty.

CONTENTS OF KITS

RANGE

*Standard on the Classic Modbus and Premium versions only
** Standard on the Premium version only

Designation Codes
InspirAIR® Home SC150 Classic Right 11023453
InspirAIR® Home SC150 Classic Left 11023454

InspirAIR® Home SC150 Classic Modbus Right 11023457
InspirAIR® Home SC150 Classic Modbus Left 11023458

InspirAIR® Home SC150 Premium Right 11023455
InspirAIR® Home SC150 Premium Left 11023456

InspirAIR® Home SC240 Classic Right 11023310
InspirAIR® Home SC240 Classic Left 11023311

InspirAIR® Home SC240 Premium Right 11023312
InspirAIR® Home SC240 Premium Left 11023313

InspirAIR® Home SC240 Classic Modbus Right 11023446
InspirAIR® Home SC240 Classic Modbus Left 11023447

InspirAIR® Home SC370 Classic Right 11023314
InspirAIR® Home SC370 Classic Left 11023315

InspirAIR® Home SC370 Premium Right 11023316
InspirAIR® Home SC370 Premium Left 11023317

InspirAIR® Home SC370 Classic Modbus Right 11023448
InspirAIR® Home SC370 Classic Modbus Left 11023449

Designation InspirAIR® 
Home Classic

InspirAIR® 
Home Classic 

Modbus

InspirAIR® 
Home Premium

Codes SC150 11023453/
11023454

11023457/
11023458

11023455/
11023456

Codes SC240 11023310 / 
11023311

11023446 / 
11023447

11023312 / 
11023313

Codes SC370 11023314 / 
11023315

11023448 / 
11023449

11023316 / 
11023317

InspirAIR® Home 1 1 1

Mounting 1 mounting kit 1 mounting kit 1 cradle + 
mounting kit

Connector D160 0** 0** 4

Control keypad 
(integrated on unit) 1 (see description) 1 (see description) 1 (see description)

Water trap 1 1 1

Dust filter 1 1 1

Pollen filter 1 1 0**

Fine particle filter 0** 0** 1

Modem for 
AldesConnect™ app 0** 0** 1

*** component may be purchased separately (see accessories p. 7)

* As per EN779 2012

PERFORMANCE OF THE EXCLUSIVE ALDES FILTRATION SOLUTION*

POLLEN FILTER 99 % 95 % 40 % 15 % -

FINES PARTICLE 
FILTER

> 99 % > 99 % > 99 % 80 % -

BACTERIA FILTER > 99 % > 99 % > 99 % > 99 % -

BACTERIA FILTER > 99 % > 99 % > 99 % > 99 %

Allows to 
eliminate

gas and VOC
from outside air

PM10 PM2.5

Pollen
> 10 µm

Fine Particle 
10 µm

Fine Particle 
2,5 µm

Bacteria
1 µm

VOC

Volatile
Organic

Compound
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8 RESIDENTIAL AIR PURIFICATION
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A B C D E F G Weight 
InspirAIR® Home SC150 600 Ø 160 200 1070 215 420 1150 27 kg

InspirAIR® Home SC240 600 Ø 160 250 1150 215 365 - 30 kg

InspirAIR® Home SC370 670 Ø 160 300 1150 215 420 - 34 kg

• InspirAIR® Home Premium / Classic SC240 & SC370 • InspirAIR® Home Premium / Classic SC150

A B C D E
InspirAIR® Home SC240 600 Ø 160 250 330 365

InspirAIR® Home SC370 670 Ø 160 300 330 420
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DIMENSIONS (MM) - WEIGHT

TECHNICAL DETAILS

ELECTRICAL DETAILS

•  Power supply: 230 V - 50 Hz single-phase.
•  Protection rating: IPX2, class I.

• Distribution casing 

Max. current Max. power
InspirAIR® Home SC150 1,2 A 135 W

InspirAIR® Home SC240 1,75 A 183 W

InspirAIR® Home SC370 2 A 234 W
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 InspirAIR® Home SC150

TECHNICAL DETAILS

• With pollen filter (Classic) or fine particle filter (Premium) or VOC filter (accessory).

• With bacteria filter (accessory).
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 InspirAIR® Home SC240

AIRFLOW DETAILS

OVERALL GRAPHS (AIRFLOW/PRESSURE/POWER)

• With pollen filter (Classic) or fine particle filter (Premium) or VOC filter (accessory).

• With pollen and bacteria filter (accessory).
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0

100

200

300

400

500

600

700

0 50 100 150 200 250 300 400 350 
m3/h

Pa
  

W

50 

100 

150 

200 

250 

300 

Premium air supply  
Classic air supply

Premium Power
Classic Power

Classic and Premium extraction

50 

0 

100 

150 

200 

250 

300 

0

100

200

300

400

500

600

700

0 50 100 150 200 250 300 350 400 
m3/h

Pa W

Air supply

Power
Extraction

 InspirAIR® Home SC370

AIRFLOW DETAILS

OVERALL GRAPHS (AIRFLOW/PRESSURE/POWER)

• With pollen filter (Classic) or fine particle filter (Premium) or VOC filter (accessory).

• With pollen and bacteria filter (accessory).
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 InspirAIR® Home SC150
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VITESSE CONSTANTE (DÉBIT/PRESSION)

• With pollen filter (Classic)

• With fine particle filter (Premium)

AIRFLOW DETAILS
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ACOUSTIC DETAILS

• InspirAIR Home alone (as per NF EN ISO 3741 02-2012 and NF EN ISO 5135 07-1999)

• With InspirAIR® Home distribution boxes (Reading taken with 1 m acoustic insulation ducting between the distribution casing and the product)

Airflow  
Qv

Pressure 
Δ P st

Sound pressure level  
(in duct) Lw dB(A)

m3/h Pa Extract Supply
90 70 35,3 31,8
135 85 34,7 26,6
165 100 37,4 29,8

Airflow  
Qv

Pressure 
Δ P st

Sound pressure level  
(in duct) Lw dB(A)

m3/h Pa Extract Supply
90 70 30,8 29,4
180 110 35,3 30,8
240 150 39 34,6

Airflow  
Qv

Pressure 
Δ P st

Sound pressure level  
(in duct) Lw dB(A)

m3/h Pa Extract Supply
60 60 42,8 56,2
90 70 44,1 57,7

 InspirAIR® Home SC240

Airflow  
Qv

Pressure 
Δ P st

Sound pressure level  
(in duct) Lw dB(A)

m3/h Pa Extract Supply
90 70 44,6 56,9
120 80 46,9 60
165 100 50 63,9
180 110 51,2 64,8
195 115 51,9 65,8
240 150 54,8 68,7
300 200 58 71,2

 InspirAIR® Home SC370

Airflow  
Qv

Pressure 
Δ P st Product sound power level

m3/h Pa Lw dB(A)
120 80 46,0
165 100 51,1
170 50 49,5
195 120 53,2

 InspirAIR® Home SC240

Airflow  
Qv

Pressure 
Δ P st Product sound power level

m3/h Pa Lw dB(A)
120 80 46,5
195 115 52,6

 InspirAIR® Home SC370

% Airflow  
Qv

Pressure 
Δ P st

Power 
consumption Intensity Product sound 

power level
Sound pressure level  

(in duct) Lw dB(A)
% m3/h Pa W A Lw dB(A) Extract Supply
30 40 7 10.3 0.09 < 30.8 < 37.3 < 43.3
40 60 15 14.8 0.12 < 34.7 < 40.4 < 49.5
50 75 25 19.3 0.15 < 38.2 45,2 53,3
60 90 35 25.6 0.2 < 41.8 47,8 56,7
70 105 50 33.9 0.26 < 45 51 59,8
80 120 65 43.6 0.33 48,4 53,5 62,5
90 135 80 56.5 0.42 51,6 56,1 64,8
100 150 100 73.2 0.54 52,3 58,3 66,8

 InspirAIR® Home SC150
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 InspirAIR® Home SC150

TECHNICAL DETAILS

•  Sound, supply air 
Sound power Lw (dB) at the supply air connection at a distance of 0 m according to ISO 3741

•  Sound, extract air 
Sound power Lw (dB) at the extract air connection at a distance of 0 m according to ISO 3741

•  Sound, unit emission 
Sound power Lw (dB) at unit at a distance of 0 m according to ISO 3741

ACOUSTIC DETAILS

% Airflow  
Qv

Pressure 
Δ P st 125 Hz 250 Hz 500 Hz 1000 Hz 2000 Hz 4000 Hz 8000 Hz

% m3/h Pa
30 40 7 < 56.5 45,5 40 36,2 < 24 < 16.5 < 18.9
40 60 15 < 61 52,5 46 43,7 32,8 < 23.3 < 19.5
50 75 25 64,9 56,4 49,2 47,4 36,9 < 28.4 < 21.2
60 90 35 68,5 59,8 52,4 51,0 41,2 33,9 < 25.3
70 105 50 71,7 62,5 55,4 54,0 44,7 38,0 29,7
80 120 65 74,5 65,5 57,8 56,6 48,0 41,8 34,1
90 135 80 77,0 68,0 59,9 58,6 50,7 44,5 37,5
100 150 100 79,5 69,8 61,7 60,0 52,9 46,7 40,2

% Airflow  
Qv

Pressure 
Δ P st 125 Hz 250 Hz 500 Hz 1000 Hz 2000 Hz 4000 Hz 8000 Hz

% m3/h Pa
30 40 7 < 54,5 < 37,4 27,8 < 16,8 < 12,6 < 15,2 < 19,2
40 60 15 < 56,7 < 41,5 30,9 < 21,6 < 14,0 < 15,6 < 19,2
50 75 25 60,9 47,4 35,0 < 25,7 < 15,5 < 15,9 < 19,2
60 90 35 63,1 50,9 37,7 28,4 < 17,5 < 16,3 < 19,2
70 105 50 66,3 54,2 40,6 30,6 < 19,6 < 17,6 < 19,2
80 120 65 69,1 56,4 43,1 32,8 < 22,1 < 19,2 < 19,3
90 135 80 71,9 59,1 45,6 34,4 < 24,4 < 20,8 < 19,5
100 150 100 73,9 61,4 47,4 36,1 < 26,6 < 22,4 < 19,3

% Airflow  
Qv

Pressure 
Δ P st 125 Hz 250 Hz 500 Hz 1000 Hz 2000 Hz 4000 Hz 8000 Hz

% m3/h Pa
30 40 7 41,4 29,6 30,7 < 22,8 < 16,7 < 15,5 < 21,1
40 60 15 44,1 35,3 33,1 29,5 < 22,0 < 16,9 < 21,0
50 75 25 47,7 39,9 35,1 33,6 26,4 < 19,9 < 21,2
60 90 35 50,8 44,4 38,0 37,0 30,4 < 24,2 < 21,8
70 105 50 54,0 47,3 42,8 39,8 33,9 < 28,3 < 23,2
80 120 65 56,8 49,9 48,0 42,4 37,1 31,8 < 25,5
90 135 80 58,7 52,0 52,2 44,3 39,7 34,4 28,6
100 150 100 60,2 54,0 50,9 45,9 42,2 36,5 31,4
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 InspirAIR® Home SC240

•  Sound, supply air 
Sound power Lw (dB) at the supply air connection at a distance of 0 m according to ISO 3741

•  Sound, extract air 
Sound power Lw (dB) at the extract air connection at a distance of 0 m according to ISO 3741

Airflow  
Qv

Pressure 
Δ P st 125 Hz 250 Hz 500 Hz 1000 Hz 2000 Hz 4000 Hz 8000 Hz

m3/h Pa
60 60 69,4 58,6 53,2 48,2 37,6 <28,7 <21,5
90 70 69,9 59,6 55,4 51,2 41,2 31,4 <23,5

Airflow  
Qv

Pressure 
Δ P st 125 Hz 250 Hz 500 Hz 1000 Hz 2000 Hz 4000 Hz 8000 Hz

m3/h Pa
60 60 59,0 40,2 34,7 28,2 <18,4 <16,6 <19,5
90 70 60,4 42,4 36,8 30,9 <20,7 <17,4 <19,9

ACOUSTIC DETAILS
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 InspirAIR® Home SC370

TECHNICAL DETAILS

•  Sound, supply air 
Sound power Lw (dB) at the supply air connection at a distance of 0 m according to ISO 3741

•  Sound, extract air 
Sound power Lw (dB) at the extract air connection at a distance of 0 m according to ISO 3741

Airflow  
Qv

Pressure 
Δ P st 125 Hz 250 Hz 500 Hz 1000 Hz 2000 Hz 4000 Hz 8000 Hz

m3/h Pa
90 70 67,8 59,4 55,4 50,1 41 28,4 <21,7
120 80 70,2 62 58,4 54,2 45,1 32,8 <25,2
165 100 74 64,5 62,5 58,8 49,8 38 30,2
180 110 75,3 65,2 63,4 59,8 50,8 39,6 32
195 115 76,3 65,9 64,3 60,6 51,9 41 33,6
240 150 79,7 68,9 66,7 63,5 55,8 46,2 40
300 200 81,6 71,4 68,4 66,3 59,4 50,5 45,5

Airflow  
Qv

Pressure 
Δ P st 125 Hz 250 Hz 500 Hz 1000 Hz 2000 Hz 4000 Hz 8000 Hz

m3/h Pa
90 70 60,8 40,6 38,4 31,7 <19,8 <15,7 <19,4
120 80 63,0 42,8 40,1 38,4 <23,2 <16,2 <19,3
165 100 66,1 46,4 43,3 38,3 <27,3 <17,4 <19,5
180 110 67,3 47,3 44,9 39,6 <28,8 <18,4 <19,5
195 115 68,1 47,7 45,4 40,2 <29,4 <18,7 <19,6
240 150 70,6 51,3 48,5 42,9 33,6 22,3 <20,6
300 200 73,6 55,4 51,1 45,5 37,4 <26,5 <22,9

ACOUSTIC DETAILS
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 InspirAIR® Home  SC150 & SC240 InspirAIR® Home SC370

INSTALLATION

•  Product fixed vertically to the wall or horizontally to the ceiling, 
mounting flat on the ground prohibited.

•  Fixing cradle supplied with InspirAIR® Home SC Premium version.
•  Condensate drain to connect to the D32 PVC pipework.

•  D160 connectors.
•  The product must be installed without fail in an insulated, frost-

protected room. Aldes recommends installing the product in a 
heated space to ensure it works to the best of its ability.

CLEARANCE REQUIRED 
TO ACCESS THE HEAT EXCHANGER

RIGHT VERSIONLEFT VERSION

WALL MOUNTING EXAMPLE  (VERSION InspirAIR Home SC PREMIUM)

CEILING MOUNTING EXAMPLE  (VERSION InspirAIR Home SC PREMIUM)

Optional cradle available for the Classic version.
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on the Premium version 
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4-speed wired 
remote control.
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With Ecofolio 
all paper can 
be recycled.


